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MODEL P1 P2 P3 P4 P5 
WTS 256 573 LBS 482 LBS 419 LBS 353 LBS  
WTS 375 772 LBS 639 LBS 529 LBS 507 LBS  
WTS 506 1124 LBS 882 LBS 772 LBS 661 LBS  
WTS 708 992 LBS 970 LBS 948 LBS 926 LBS 882 LBS 
WTS 905 992 LBS 970 LBS 928 LBS 895  
WTS 1206 1213 LBS 1168 LBS 1146 LBS 1124 LBS 1080 LBS 

MODEL P1 P2 P3 P4 P5 
WTS 256 573 LBS 482 LBS 419 LBS 353 LBS  
WTS 375 772 LBS 639 LBS 529 LBS 507 LBS  
WTS 506 1124 LBS 882 LBS 772 LBS 661 LBS  
WTS 708 992 LBS 970 LBS 948 LBS 926 LBS 882 LBS 
WTS 905 992 LBS 970 LBS 928 LBS 895  
WTS 1206 1213 LBS 1168 LBS 1146 LBS 1124 LBS 1080 LBS 

MODEL P1 P2 P3 P4 P5 
WTS 256 573 LBS 482 LBS 419 LBS 353 LBS  
WTS 375 838 LBS 705 LBS 573 LBS 507 LBS  
WTS 506 1124 LBS 882 LBS 772 LBS 661 LBS  
WTS 708 1543 LBS 1367 LBS 1213 LBS 1047 LBS 882 LBS 
WTS 905 1984 LBS 1653 LBS 1483 LBS 1336 LBS  
WTS 1206 2646 LBS 2425 LBS 2084 LBS 1808 LBS 1543 LBS 

MODEL P1 P2 P3 P4 P5 
WTS 256 573 LBS 482 LBS 419 LBS 353 LBS  
WTS 375 772 LBS 639 LBS 529 LBS 507 LBS  
WTS 506 1124 LBS 882 LBS 772 LBS 661 LBS  
WTS 708 992 LBS 970 LBS 948 LBS 926 LBS 882 LBS 
WTS 905 992 LBS 970 LBS 928 LBS 895 LBS  
WTS 1206 1213 LBS 1168 LBS 1146 LBS 1124 LBS 1080 LBS 


